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Framing channels, slotted back

 

Framing channels cold rolled, suitable for welding and plugging. 

Material / finish: Steel mill finish (wb), Steel hot dip galvanized (hdg),  
                                 Steel pre-galvanized (sZn), Stainless steel A4 and A2
 
Delivery length ca. 6 m. Other length on request.
 

Type  Material / finish Stock no. Price € / m

  
12,5

18 1,25

26

6,75 6,75

27/18 Steel sZn 105.019 3,50

Hole size

11 x 25
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26

1,25

26

7 7

26/26 Steel sZn 105.018 5,10

Hole size

11 x 25

38/40 Steel sZn 105051 19,30

Hole size

14x30

11 18 11

6

40

1,522

40/22 (1,5) Steel wb 101.010 5,90

Hole size Steel hdg 103.0 9,55

9 x 25 Stainless steel A4 107.010 46,75

11 18 11

6

40

2,022

K 40/22 (2) Steel wb 101.009 6,75

Hole size Steel hdg 103.009 14,45

11 x 30 (wb) Stainless steel A4 107.009 56,40

11 x 25 (A4)

14 22 14

7

40

50

3

50/40 Steel wb 101.001 16,10

Hole size Steel hdg 103.001 25,35

18 x 40 Stainless steel A4 107.001 126,15


