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Technical data

Type D Type D with Rubber insulation

D (mm) Hole Hole border Material
Hanger 
width

Muffe Pretension dim. with Rubber

Ø (mm) (mm) b / d (mm) a (mm) M (mm) V (mm) Typ x Länge
60 25/8 x   60 (2x)
64 25/8 x   70 (2x)
77 11 13 25 / 3 25 M10x40 3,0 25/8 x   70 (2x)
80 25/8 x   85 (2x)
84 25/8 x   85 (2x)
89 25/8 x 110 (2x)
96 25/8 x 110 (2x)

100 25/8 x 130 (2x)
105 

11 13 30 / 4 30 4 

30/8 x 155 (2x)
110 30/8 x 155 (2x)
116 30/8 x 155 (2x)
125 M12x40 30/8 x 175 (2x)
131 30/8 x 190 (2x)
137 30/8 x 190 (2x)
141 30/8 x 200 (2x)
150 30/8 x 220 (2x)
157 30/8 x 220 (2x)
160 

13 16 40 / 4 40 4 

40/8 x 240 (2x)
168 40/8 x 240 (2x)
176 40/8 x 260 (2x)
180 40/8 x 270 (2x)
185 M16x50 40/8 x 270 (2x)
200 40/8 x 295 (2x)
212 40/8 x 310 (2x)
218 40/8 x 310 (2x)
225 40/8 x 345 (2x)
235 40/8 x 345 (2x)
250

17 25 50 / 5 50 5 

50/8 x 390 (2x)
267 50/8 x 405 (2x)
273 50/8 x 405 (2x)
285 50/8 x 405 (2x)
315 50/8 x 425 (2x)
326 M16x50 50/8 x 435 (2x)
340 50/8 x 490 (2x)
355 50/8 x 530 (2x)
400 50/8 x 530 (2x)
406 50/8 x 625 (2x)
429 50/8 x 625 (2x)
500 50/8 x 625 (2x)
508 50/8 x 790 (2x)
532 50/8 x 790 (2x)
630 50/8 x 790 (2x)

D = Outside diameter from customary pipes. Pipe clamp are of Steel, hot dip galvanized and Stainless steel 1.4401 / 
1.4571 deliverable. Technical subject to alterations.


